KEETONCARDBOARDAND GLASSKUTTER
A s s e m b l y Instructi ons

You arenow readyto openBox C
Before assemblingthis unit pleaseread
and follow instructions.After opening
this box you will find an envelopecontaining the necessarynuts, bolts, and
tools {except for a screwdriver}and
instructions for wall mounting the
Cardboardand GlassKutter. CAUTION:

with (1) screw. (seesketch)
Attach locking handle - part F. (see
sketch)
Allowing the weight to hang on the
back side of the kutter, take the nylon
cord, run it through the pully system at
top (see sketch), bring the cord straight
down the front and attach through
handle mounting block in predrilled ho-le
and tie. Be sure to allow enough cord for
kutting head to move the full length of
the kutter bar.

Pegboard racks will not support the
weight of rhis unit. ,t you are using the
Keeton Organizer refer to instructions
packed with it for proper location of
equipment. lf not using the Keeton
Organizer this unit must be securedto a
heavy, sturdy table. The table is recommended to be a minimum of 48" wide
and 70" long. Recommendedwork height
is 36" to 38" from the floor.

The unit is now assembledbut must be
squaredand tightened.

Once you have selected the location for
the unit to be mounted, it will be necessary to assemblepart B to part E, this is
the back frame of the unit. After parts B
& E are securely fastened together the
unit is ready to be mounted to the
kutting table. Mounting Bar E (2 bars)
have (21 predrilled holes each, screws
included in hardware pack, for mounting
to table top. Mount unit at this point
before proceeding with assembly. (see
sketch for proper part letters)

Be sure the guide bar is locked down
(push part F towards the back of the
kutter).
In order to cut uniform size mat blanks,
Part C (support with 48" scale) must
form a right angle with the kutter guide
bar.
Place a full sheet of mat board (32" x
40") on part C and push it against the
kutter guide bar. At Point A (seesketch)
move the adjusting brace up or down so
that the mat board is flush againstthe
kutter guide bar from top to bottom,
When this is accomplished,tighten screw
at point A. Now tighten the (2) Screws
holding part C to wooden base. With
kutter bar still in locked position place
mat board on part D flush againstguide
bar, squareand tighten.

Attach part C loosely to wooden base
usingallen screws.
Attach part D loosely to wooden base.
Attach adjusting brace loosely to point A.
Remove screw securing bar B to bar E.
(This is on the left side at the back of the
frame) and attach part G to B & E,
replacescrewand tighten.

This kutter should be lubricated generously with 3 in 1 oil. oil hole is locatedin
top of slidingblock.

Secure adjusting brace between C and G
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positionto 10" mark on scale,lock and
cut asbefore.

To cut a mat blank, unlock kutter bar
(seesketch).Insertmat boardbehindthe
kutter bar, right to left. The mat board is
now restingon the ruledsupport.(partC)

We suggest,in order to familiarizeyourself with the machine,you cut (2) 32" x
40" mat boards into several8" x 10"
blanks. You will use these for your
practiceon the straight line mat kutter.

Position mat board at the desiredwidth
of mat blank. Example:Cutting 8 x 10
blanksyou would positionthe mat board
at the 8" measurement
on the rule.Close
the kutting bar.

InstallingNew Blades
To changekutting bladein KeetonCardboard and Glass Kutter releasetension
springand push locking pin to left, this
willallowthe bladeholdertoriseforward.
Release
the upper knurledknob {thiswill
allow you to removethe bladefrom the
assembly).Replacewith a new blade.
Tighten knurled knob. After blade is
replacedin holder raisebladeholderand
resetlockingpin to the right.

Use both hands to pull kutting head
down. Releasekutting bar, pushkutting
headup out of tlre way.
Your excessmat board should be held
with your right hand. Put excessmat
board back in mat cabinet.Do not lay
on floor or work table. After replacing
exc€ssmat board.take the pieceyou have
cut to 8", put it backbehindkutting bar,

HOWTO SIZEGLASS.
Removeglasscutter from package.(see
sketchfor proper locationof glasscutter)
Glass cutter will enter slot in end of
bladehofder only one way, NOTCHES
UP. Loosenlower knurl knob and insert
glasscutter as far as it will go. Tighten
lowerknurl knob.

To sizeglass
Pull kutter headdown to bottom of guide
bar. Open guide bar. Slidesheetof glass
from right to left to desiredsetting.Close
kutter bar. Placeboth handson handles
with thumbs restingon glasscutter. Lift
up whilepressing
in.

To put blade holder in glass cutting
position, lift up slightly on blade cover
assemblyand push locking pin to your
left. Bladecoverassembly
will drop down
in properposition.

Oncethe glassis scored,unlockguidebar,
sfide gfassto the right until scoreis Yz"
past kutter base. Lock guide bar. Snap
glassbackusingboth hands.
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ESSENTIALCARDBOARDAND GLASSKUTTERMAINTENANCE
As previouslymentioned,regularand proper kutter careis a must. To help you on your
your kutter,werecommendthat
you follow
way to numerousyearsof unequaledservicefrom
thesesteps(dailyor asrequired):
1. Dustoff all areasof the cuttingbar with a brush.
2.

Cleanbetweenrod and cutting bar with O-tipsand beveledmat scraps.

3.

Flushcutting bar and headwith lighterfluid and run headup and down.Thisshould
strip old lubricantbuild-up.

4.

Dry completelywith absorbantmaterial.

5. Apply a light evencoat of 3 in 1 lubricant(protectionof the generalareaaroundyour
kutter is recommended).
6.

Burnishit into the metalby runningthe cuttingheadup anddown.

7.

lUipeoff all excessoil before it drys!

Monthly, we suggestthat you remove the bottom rod bearing and slide the complete
kutting head off (before doirtg this remove the blade). DO NOT allow rod and bar to fall out.
Clean out the hole in the sliding block and clean the full length of the rod and bar using
lighter fluid (see steps 3 through 7 above). Replacethe kutting head on the guide bar and
attach the guide bar to the kutter EXACTLY as you took it off.
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